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This model number is controlled by the International Traffic in Arms Regulations, and

can only be exported via a U.S. Department of State export license. They may not be
transferred, transshipped on a non—continuous voyage, or otherwise be disposed of in
any other country, either in their original form or after being incorparated into other

end—items, without the prior written approval of the U.S. Department of State.

MODEL NO.

MEC 5497

2.5 to 7.5 GHz

TYPICAL OPERATING CONDITIONS POWER SUPPLY REQUIREMENTS RF PERFORMANCE
VOLTAGE | VOLTAGE | CURRENT TYP MIN TYP
ELEMENT VOLTAGE | CURRENT MIN MAX MAX SAT SPEC | GAIN AT
FREQ POWER | POWER SPEC
eux YR sround 9o mA GROUND (WATTS) | (WATTS) <
W/0 RF 5 mA 09 mA 2.5 575 500 3
GRID ON 138 V 0.2 mA 100 V 250 V 10 mA 5.0 /00 630 40
3.5 700 630 41
GRID OFF —250 V 0.05 mA || —250 v | —350 v 1.0 mA 4.0 680 630 43
CATHODE (Ek) | —5.60 kv 430 mA || =54 kv | =5.7 kv | 475 mA 4.9 /25 650 43
5.0 700 630 42
360 mA
COLL;?TOR W/RF 1 5 sga kv i 64% X Ek +2% 425 mA 5.5 650 575 40
W/0 RF 42 mA 5.0 600 550 37
35 mA
COLL;STOR WIRE L S 184y i 39% X Ek £2% 475 mA 6.5 600 550 37
W/0 RF 585 mA 7.0 500 450 32
ESE ; CATHODE VOLTAGE IS MEASURED WITH RESPECT TO GROUND. — 250 o0 =

RESPECT TO CATHODE.

HEATER, COLLECTOR AND GRID VOLTAGES ARE MEASURED WITH

TYPICAL POWER OUTPUT IS SHOWN

SELECTED PERFORMANCE TYPICAL SPECIFIED HV CONNECTIONS TO ILLUSTRATE CAPABILITY.
INPUT VSWR 2:1 2.5 ELEMENT COLOR | GAIN IS W/0 EQUALIZER.
OUTPUT VSWR 2:1 2.5 HEATER BROWN
MAXIMUM DUTY — cw GRID GREEN LV CONNECTIONS
MIN HARMONIC SEPARATION —~5 dBc —~3 dBc CATHODE YELLOW ELEMENT COLOR
NOISE POWER DENSITY ~30 dBm/MHz | =20 dBm/MHz | | COLLECTOR #1 RED THERMOSTAT GREY
PRIME POWER 1575 W 1650 W COLLECTOR #2 WHITE HELIX,/GROUND BLACK
TEMPERATURE RANGE —40" 10 85 °C - An IS0 9001:2000 Quality System
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