NOTES:

DETAILS ARE OMITTED FOR CLARITY.

WEIGHT: 9.0 Lbs MAXIMUM.
4.1 Kg MAXIMUM.

ANODE = BLUE

GRID = GREEN

OPTIONAL (N.C./N.0.)

TOXO I

REFER TO OUTLINE 0134206.
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HIGH VOLTAGE
FLYING LEADS

FEATURES SUCH AS TAPPED HOLES, SCREW HEADS AND COVER
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2X CONNECTOR (FEMALE)
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3X 24" [610] MIN LOW VOLTAGE
1X 24" [610] MIN HIGH VOLTAGE

FLYING LEADS

2X 2.80 [71.1] MAX

2.00 [50.8] MAX

| 63 [1.6]

HIGH VOLTAGE CONNECTIONS LOW VOLTAGE CONNECTIONS
FUNCTION COLOR FUNCTION COLOR
HEATER BROWN HELIX,/GROUND BLACK
CATHODE YELLOW THERMOSTAT (2 WIRES) GRAY
CONTROL ELECTRODE @
COLLECTOR RED

20.56 [522.2] MAX

SUBJECT TO CHANGE W/O NOTICE

ISO 9001:2000 Registered
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2X .25 +.03 [6.4 +0.8]
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