NOTES:

1. FEATURES SUCH AS TAPPED HOLES, SCREW HEADS AND COVER

DETAILS ARE OMITTED FOR CLARITY.

9.0 Lbs MAXIMUM.
4.1 Kg MAXIMUM.

@ OPTIONAL (N.C./N.0.)

4. REFER TO OUTLINE 0129045.

2. WEIGHT:

B] 40 [10.2]

2% 24" [610] MIN
LOW VOLTAGE
FLYING LEADS

i E SHOCK
POTENTIAL

11.937 [303.20]

5% 24" [610] MIN
HIGH VOLTAGE
FLYING LEADS

14X @ .250 [6.35] THRU

(4 [9.015 [0.38]@][ A B ]

3X .14 [3.6] MIN

—.72 [18.3] MIN

—

2.20 [55.9]

3.02 [76.7] MAX

RF OUTPUT

213 [54.1]

2.28 [57.9] MAX

875 [22.23]

14X .164-32
CAPTIVE FASTENER

(OPTIONAL) i

2.125 [53.98]

3.375 [85.73]

-~ 4.875 £ .060 [123.83 £ 1.52]

5.625 [142.88]

3.40 [86.4] MAX

63 [1.6]

6.875 = .250 [174.63 £ 6.35] ————————

Ereo)

— Q@

3X 2.79 [70.9] MAX

3.47 [88.1] MAX

- 82 + 25 [20.8 + 6.4]

C

(COUPLER SUPPORT)

12.375 [314.33]

ONNECTOR (FEMALE)

SMA SERIES PER
MIL—C—39012, CLASS 2

EQUALIZER

17.095 [434.21]

19.195 [487.55]

(CABLE CONFIGURATION MAY VARY)
PHASE SHIFTER

WAVEGUIDE SUPPORT

T

CAUTION -~

WARNING

(OPTIONAL)
2.40 MAX
[61.0]
1.85 MAX
[47.0]

[/7].020 [0.51]]

14X .25 £ .06 [6.4 £ 1.5]

o em

L— 1.97 £ .25 [50.0

19.

HIGH VOLTAGE CONNECTIONS LOW VOLTAGE CONNECTIONS
FUNCTION COLOR FUNCTION COLOR
HEATER BROWN HELIX,/GROUND BLACK
CATHODE YELLOW THERMOSTAT GRAY
CONTROL ELECTRODE GREEN
COLLECTOR #1 RED
COLLECTOR #2 WHITE

+ 6.4]

82 [503.4] MAX

SUBJECT TO

CHANGE W/0O NOTICE

ISO 9007:2000 Registered

LMX 25 + .03
[6.4 + 0.8]

—

e
8

WRD 650

WAVEGUIDE FLANGE

uI

—| 259
[65.8 + 1.5]

+ .06

WAVEGUIDE SUPPORT OMITTED FOR
CLARITY OF WAVEGUIDE FLANGE

DO NOT SCALE DRAWING

UNLESS OTHERWISE NOTED

DIMENSIONS ARE IN INCHES
TOLERANCES ON
DECIMALS ANGLES
XX £.02 XXX £.005 +2°

“WNTELEDYNE MEC

11361 Sunrise Park Dr., Rancho Cordova, CA (916) 638-3344

REMOVE ALL BURRS AND
- SHARP EDGES
SURFACE ROUGHNESS PER
ASA B46.1

DIM AND TOL 1AW
ASME Y14.5M — 1994

TITLE

OUTLINE DRAWING
MEC 5413 (GRID)
MEC 5414 (FE)
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