NOTES:

1. FEATURES SUCH AS TAPPED HOLES, SCREW HEADS AND COVER
DETAILS ARE OMITTED FOR CLARITY.

2. WEIGHT: 6.0 Lbs MAXIMUM.
2.7 Kg MAXIMUM.

3. REFER TO OUTLINE 0128412.

VILN3LOd

14.235 [361.57]

10.935 [277.75]

7.935 [201.55]

4.935 [125.35]

1.985 [50.42]

735 [18.67]

24” [610] MIN
LOW VOLTAGE
FLYING LEAD

2.02 [51.3] MAX

RF INPUT

5X 24" [610] MIN HIGH VOLTAGEX
1X 24" [610] MIN LOW VOLTAGE

FLYING LEADS

8X .164-32 STI-2B (HELICOIL)

CONNECTOR (FEMALE)
SMA SERIES PER
MIL-PRF-39012, CLASS 2

2.19 £.06
[55.6 +1.5]

10.515 +.055 [267.1 £1.4]

2.312 [58.73]

5X 2.75 [69.9] MAX

- 6.50 [165.1] MAX

—

6X .164-32 STI-2B (HELICOIL) OPP SIDE

50 £.03 [12.7 +0.8]

- .30 [7.6]

MAX 1.80 [45.7] MAX

2.00 [50.8] MAX

WAVEGUIDE FLANGE

WR 90
/71030 [0.76][C

2.80 +.03

[71.1 +0.8]

CAUTION

63 [1.6]

8X .30 +.03 [6.4 +0.8]

HIGH VOLTAGE CONNECTIONS LOW VOLTAGE CONNECTIONS
FUNCTION COLOR FUNCTION COLOR
HEATER BROWN HELIX/GROUND BLACK
CATHODE YELLOW THERMOSTAT (N.C.) WHITE
GRID GREEN
COLLECTOR #1 RED
COLLECTOR #2 WHITE

15.00 [381.0] MAX

.138-32 STI-2B (HELICOIL)
[7.9] (GROUND CONNECTION)

L 70 [17.8]
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